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EDOS- |A FOS Data interface | TBD TBD
attA DIFto with the EOC to transfer
EOC redl-timereturnlink

Summary Reports).

aHB DIFto with the EOC to transfer
EOC red-time returnlink




4.1.1.10#

The DHFshall conform

to GOSIP and Internet

protocol standards for

communications

Applicable Documents
oy F ;

data:

GOSIPA
nternet

ferEOC
to EDOS

The DIF shall conform
to-GOSHand-Haternet
protocol standards for
g
communicatio 'S.F. .
Applicable Documents
provide guaranteed data
detiveryfor the
a CODA reports

EDOS-

FOS

GOSIP/l
nternet
for EOC
toEDOS

interface

TBD

TBD

prqvide guaranteed data

Applicable Document 1,
; inal imited

b. Verification of TSS

Summary Reports
delivered




EDOS- (B FOoSs GOSIP/ | interface | TBD TBD
4.1.1.14# nternet The DHFshall conform
B forEOC to-GOSIP-and-Internet
to EDOS protocol standards for
WF communications
Applicable Documents
following data types:
a-statusdata
EDOS- |B FOS Data interface | TBD TBD The DIF shall provide
A.1.13# from the capability to transfer
B DIF to return link rate buffered
EOC Path Service EDUsto
the EOC.
EDOS (A FOSs Data interface | TBD TB8D
attA EOCto with the EOC to receive
DIF read-timeforwardlink
dataand Mission Test
Data Sets.
EDOS- (B FOSs Data interface | TBD TB8D
attB EOC to with the EOC to receive
DIF read-timeforwardlink
dataand Mission Test
Data Sets.
EDOS- (A FOoSs Data interface | TBD TBD
4.1.1.2- from The DIF shal interface
b#A EOC+to withthe EOCtoreceive
DIF real-time forwardlink
data, Operations
Management Data,
and Operations
Management Test Data
Sets.
EDOS- (B FOS Data interface | TBD TB8D
b#B EOCto with the EOC to receive
DIF red-timeforwardlink
data, Operations
Management Data;
““Ss'l on-Test Data Sets
Management Test-Data
Sets.
EDOS- |A FOS Red interface | TBD TBD
4.1.1.3# Time The DIF shall provide
A EDUs to the capability to transfer
A.11#A EOC return link real-time Path

Service EDOS Data
Units (EDUs) to the
EOC.

[EDOS generates EDUs
by concatenating an
EDOS service header
(ESH) with each
applicable return link
path service data unit
(SDU)].




EDOS- FOS Red interface | TBD TBD
41.1.3# Time The DIF shall provide
B EDUs to the capability to transfer
A.11#B EOC return link real-time Path
Service EDOS Data
Units (EDUs) to the
EOC.
[EDOS generates EDUs
by concatenating an
EDOS service header
(ESH) with each
applicablereturn link
path service data unit
(Sbu)].
EDOS- FOS CLCW |interface | TBD TBD
4.1.1.4# EDUs to The DIF shall provide
A EOC the capability to transfer
A.1.2#A Command Link Control
Word EDUs to the
EOC.
EDOS- FOS CLCW |interface | TBD TBD
4.1.1.4# EDUs to The DIF shall provide
B EOC the capability to transfer
A.1.2#B Command Link Control
Word EDUs to the
EOC.
EDOS- FOS Forward |interface | TBD TBD
4.1.1.5# link The DIF shall provide
A CLTUs the capability to receive
A.1.3#A to EDOS forward link real-time
CLTUsfrom the EOC.
EDOS- FOS Forward |interface | TBD TBD
4.1.1.5# link The DIF shall provide
B CLTUs the capability to receive
A.1.34#B to EDOS forward link real-time
CLTUsfrom the EOC.
EDOS- FOS COPAs |interface | FBD BB
A EDOS to the capability to transfer
EOC Customer Operations
Data Accounting
tiodi ?
Document-1.
EDOS- FOS CODAs |interface | TBD TBD
4.1.1.6# from The DIF shall provide
B EDOS to the capability to transfer
A.1.44B EOC Customer Operations
Data Accounting
(CODA) reports as
specified in Applicable
Document 1.
EDOS- FOS TSS interface | TBD TBD
A esto the capability to transfer
EOC TBRSS Service-Sessien




EDOS-
4.117#

A.1.5#B

FOS

TSS
Summari
esto
EOC

interface

TBD

TBD

The DIF shall provide
the capability to transfer
TDRSS Service Session
(TSS) Summary
Reports as specified in
Applicable Document 1
to the EOC following
the completion of each
TSS.

attA

DAAC

Fhe BH-shatHnterface
with the Langley

Operations Management
Dataand Operations
Management Test Data
Sets.

(Operations
Management Data and
Operations Management

Operations Management
Dataand Operations

Management Test Data
Sets.




EDOS- |A SDPS EDOSIL |interface | TBD TBD
41234 arC The DIF shall provide
A DAAC the capability to transfer
B.1.1#A PDS PDS Delivery Records
Delivery as specifiedin
Records Applicable Document 1
tothe LaRC DAAC
following the delivery of
each PDS.
EDOS- |B SDPS EDOS/L |interface | TBD TBD
4.1.2.3# arC The DIF shall provide
B DAAC the capability to transfer
B.1.1#B PDS PDS Delivery Records
Délivery as specified in
Records Applicable Document 1
tothe LaRC DAAC
following the delivery of
each PDS.
EDOS- |B SDPS EDOS/L |interface | TBD TBD The DIF shall provide
B.12 arC the capability to transfer
DAAC QDS Delivery Records
QDS as specifiedin
Delivery Applicable Document 1
Records tothe LaRC DAAC
following the delivery of
each QDS
EDOS- (B SDPS EDOS/L |interface | TBD TBD
4.1.2.5# arRC The DIF shall provide
B DAAC the capability to transfer
B.1.3#B ADS ADS Delivery Records
Délivery as specified in
Records Applicable Document 1
tothe LaRC DAAC
following the delivery of
each ADS.
EDOS- |B SDbPS EDOS/L |interface | TBD TBD
B Serv. the capability to transfer
Dispositi Dispositionsto the
ons LaRC DAAC, as
fiedi i
Document 1.
EDOS- |A SDPS GOSIP/ | interface | TBD TBD
aHA LaRC to GOSIP and Internet
DAAC protocol standards as
fed :
Documents 2, 3,4, 5,
and-6-for
communications
servicesto provide
guaranteed-detivery-for
thefollowing datatypes:
a PDS delivery records
EBOS- (B SBPS GCOSHRH | interface | FBD BB
aB LaRC to- GOSIP-and Internet
DAAC protocol standards as
specified in Applicable
and-6-for
communications
services to provide
guaranteed delivery for
the following data types:




EDOS- SDPS| |GOSIP/l |inteface | TBD no new
4.1.2.7- CSMS | nternetto functiona | The DIF shall conform
b#B LaRC lity to GOSIP and Internet
DAAC protocol standards as
and 6 for
-
communieations
guaranteed delivery for
thefeltlewing-data-types:
a. PDS ddlivery records
c. ADS ddlivery records
d. Service Request
Dispositions
EDOS- SDPS Status interface | TBD TBD
4.1.2.8# from The DIF shall provide
B LaRC the capability to receive
B.1.6#B DAAC status data from the
to EDOS LaRC DAAC as
specified in Applicable
Document 1, including
but not limited to the
following:
b. Verification of PDSs
delivered
c. Verification of ADSs
delivered
EDOS- SDPS Serv. interface | TBD TBD
B from H }
LaRC Service Requests from
BAAC the LaRE-DAACas
Document-1.
EDOS- SBbPRS DBir-te | interface | FBD TBb
aHA DAAC with the GSFC DAAC
Interface to transfer Operations
Management Data.and
Operations Management
FestDataSets:
(limited to PDS delivery
records).
EDOS- SDPS DiFto |inteface | TBD TBD
4.1.3.1- GSFC The DIF shall interface
aB BAAC with-the GSFC-DAAC
Interface to-transfer Operations
Management Dataand
Operations-Management
Test Data Sets.
records):
EDOS- SDPS DIF-to |interface | TBD TBD
b#B DAAC with-the GSFC-DAAC
Interface to transfer Operations
Management Dataand
Operations Management

TestData-Sets




EDOS- (B SDPS| |GOSIP/l |inteface | TBD no new
4.1.3.10# CSMS | nternet:G functiona | The DIF shall conform
B SFC lity to GOSIP and Internet
DAAC protocol standards as
and 6 for
-
receipt for the following
data-types:
a statusdata
EBOS- (B SBbPRS GSFE | interface | FBD TBb
B to-DIF with the GSFC DAAC
Interface to receive Operations
Management Data.and
Operations Management
FestDataSets:
EDOS- |A SDPS EDOS/G | interface | TBD TBD
4.1.3.3# SFC The DIF shall provide
A DAAC the capability to transfer
C.LI1#A PDS PDS Delivery Records
Délivery as specified in
Records Applicable Document 1
to the GSFC DAAC
following the delivery of
each PDS.
EDOS- (B SDPS EDOS/G | interface | TBD TBD
4.1.3.3# SFC The DIF shall provide
B DAAC the capability to transfer
C.1.1#B PDS PDS Delivery Records
Delivery as specifiedin
Records Applicable Document 1
to the GSFC DAAC
following the delivery of
each PDS.
EDOS- |B SDPS EDOS/G | interface | TBD TBD
C.12 SFC The DIF shall provide
DAAC the capability to transfer
QDS QDS Delivery Records
Delivery as specified in
Records Applicable Document 1
to the GSFC DAAC
following the delivery of
each QDS
EDOS- |B SDPS EDOS/G | interface | TBD TBD
4.1.3.5# SFC The DIF shall provide
B DAAC the capability to transfer
C.1.3#B ADS ADS Delivery Records
Delivery to the GSFC DAAC as
Records specified in Applicable
Document 1-to-the
GSFC-DAAC following
the delivery of each
ADS.
EDOS- |B SDbPS EDOS/G | interface | TBD TBD
B Serv. the capability to transfer
ons in Applicable Document

1 to the GSFC DAAC.




EDOS- SDPS GOSIP/l | interface | TBD TBD
4.1.3.7- nternet to The DHFshall conform
aftA GSFC to-GOSIP-and-Internet
DAAC protocol standards as
fied i
and 6 for
—
communications
guaranteed delivery for
the following data types:
a. PDS ddlivery records
EDOS- SDPS GOSIP/l | interface | TBD TBD
afB GSFC to- GOSIP-and Internet
DAAC protocol standards as
and 6 for
L
servicesto provide
guaranteed delivery for
the following data types:
a. PDS delivery records
EDOS- SPbRs| | GOSHRA | interface | ¥BD ne-Rew
b#B GSFC lity to-GOSIP-and-Internet
DAAC protocol standards as
fied i
and-6for
communications
. ;
guaranteed delivery for
the following data types:
a. PDS ddlivery records
c. ADS ddlivery records
Dispositions
EDOS- SDPS Status interface | TBD TBD
4.1.3.8# from The DIF shall provide
B GSFC the capability to receive
C.1.64B DAAC status data from the
to EDOS GSFC DAAC including
but not limited to the
following:
a. Verification of QDSs
delivered
b. Verification of PDSs
delivered
c. Verification of ADSs
delivered
EDOS- SDPS Serv. interface | TBD TBD
B from the capability to receive
GSFC Service Reguests from
DAAC the GSFC DAAC as
Document L.
EDOS- CSMS |DlFto |interface | TBD TBD
attB Interface with the SMC to transfer
Operations Management
Data, and Operations
Sets.

records).




EDOS- |B CSMS DIF-to interface | TBD TBD
4.1.8.1- SMC The DIF shall interface
b#B Interface with the SMC to transfer
4.1.15 Operations Management
#B Data, and Operations
Management Test Data
Sets.
EDOS- |B CSMS | Serv. interface | TBD TBD
B from the capability to receive
SMCto Service Reguests from
Applicable Document 1.
EDOS- |B CSMS | GOSHPH | interface | TBD TBD
B MCto to GOSIP and Internet
EDOS protocol standards as
fied i
and-6-for
communications
servicesto provide
receipt of Service
Requests.
EDOS- |B CSMS | EDOS/S |inteface | TBD TBD
41824 MC PDS The DIF shall provide
B Delivery the capability to transfer
H.1.1#B Records PDS Delivery Records
as specified in
Applicable Document 1
to the SMC following
the delivery of aPDSto
any EGS element.
EDOS- |B CSMS |EDOS/S |interfface | TBD TBD
H.1.24B MC The DIF shall provide
QDS the capability to transfer
Delivery QDS Delivery Records
Records as specified in
Applicable Document 1
to the SMC following
the delivery of aQDSto
any EGS element.
EDOS- (B CSMS |EDOS/S |interface | TBD TBD
4.1.8.4# MC The DIF shall provide
B ADS the capability to transfer
H.1.3#B Delivery ADS Delivery Records
Records as specified in
Applicable Document 1
to the SMC following
the delivery of an ADS
to any EGS element.
EDOS- |B CSMS | EDOS/S |interface | TBD TBD
B Serv. the capability to transfer
ons in Applicable Document
1tothe SMC.
EBOS- (B CSMS | EPOS/S | interface | FBD BB
B EDOS the capability to transfer
Plans

(EAPs) as specified in
Applicable Document 1
to the SMC.




4.1.8.7#

The DIF shall provide
o ‘

Natificationsto the
SMC.

4.1.8.9-

nternetto
SMC

d

The DH-shall conform
to-GOSIP-and-Internet
protocol standards as

fied i

and 6 for
_—

services to provide
guaranteeq delivery for

Bete_ma#enly
requirement.
Information
only.—No-action
; ired
ECS.

EDOS-

TBD

GOSIP/l
nternetto
SMC

interface

TBD

TBD

and-6for
communications
guaranteed delivery for
the following data types:
a. PDS ddlivery records
c. ADS ddlivery records
Dispositions




EDOS- (B SDPS| |DPF/EC |inteface | TBD no new
4.24B CSMS |S functiona | Performance
nce the rates for transfer-and
Rgmits. receipt of Mission Data
forthe EDOS DIFto
each EGS dement can
befoundinthe
EDOS/Ecom Traffic
Model, Reference
Document 10.
EDOS- |A FOS| DIF/EO |interface | TBD fully met
42114 CSMS |CEDU The DIF-EOC interface
A Maximu shdll provide the
A.2.1#A m Data capability to support the
Rate transfer of real-time
return link EDUs to the
EOC at arate of up to
1.1 Mbps.
EDOS- (B FOS| DIF/EO |interface | TBD no new
4.2.1.1# CSMS |CEDU functiona | The DIF-EOC interface
B Maximu lity shall providethe
A.2.1#B m Data capability to support the
Rate transfer of real-time
return link EDUs to the
EOC at arate of up to
1.1 Mbps.
EDOS (A FOSs DIF/EO |interface | TBD TB8D
A Summ. the-capability-to-initiate
Rpt Perf. thetransfer of aTSS
EOC within 90 seconds
of completion of the
TSS.
EDOS- (B FOS DIF/EQ |interface | TBD TBD The DIF-EOC interface
A.2.2 C shall provide the
capability to support the
transfer of Operations
Management data to the
EOC at arate of up to
50 kbps.
EDOS (A FOS DIF/EO |interface | TBD TBD The DIF-EOC interface
A.2.3#A C shall providethe
capability to support the
receipt of forward link
real-time CLTUs from
the EOC at arate of 35
kbpsfor asingle
channel.
EDOS- |B FOS DIF/EO |interface | TBD TBD The DIF-EOC interface
A.2.3#B C shall provide the
capability to support the
receipt of forward link
real-time CLTUs from
the EOC at arate of 35
kbpsfor asingle
channel.
EDOS- |B FOS DIF/EO |[interface | TBD TBD
4.2.1.2# CTSS The DIF shall provide
B Summ. the capability to initiate
A.2.44B Rpt Perf. thetransfer of a TSS
Regmt. Summary Report to the

EOC within 90 seconds
of completion of the
TSS.




EDOS- |A SDPS| DIF/LaR |interface | TBD fully met
4.2.2.1# CSMS |COps The DIF-LaRC DAAC
A Mgt Data interface shall provide
B.2.1#A Max the capability to support
Data Rate the transfer of
Operations Management
datato the LaRC DAAC
at arate of up to 50
Kbps.
EDOS- (B SDPS| |DIF/LaR |interface | TBD no new
42214 CSMS |COps functiona | The DIF-LaRC DAAC
B Mgt Data lity interface shall provide
B.2.1#B Max the capability to support
Data Rate the transfer of
Operations Management
datato the LaRC DAAC
at arate of up to 50
Kbps.
EDOS- |A SDPS DIF/LaR |interface | TBD TBD
4.2.2.2# C PDS The DIF shall provide
A Del. the capability to initiate
B.2.2#A Record transfer of aPDS
Perf. Delivery Record to the
Reg. LaRC DAAC within
120 seconds of delivery
of the PDS.
EDOS- (B SDPS DIF/LaR |interface | TBD TBD
4.2.2.2# C PDS The DIF shall provide
B Del. the capability to initiate
B.2.2#B Record transfer of aPDS
Perf. Délivery Record to the
Reg. LaRC DAAC within
120 seconds of delivery
of the PDS.
EDOS- |B SDPS DIF/LaR | interfface | TBD TBD
B.2.3 C QDS The DIF shall provide
Del. the capability to initiate
Record transfer of aQDS
Perf. Delivery Record to the
Req. LaRC DAAC within
120 seconds of delivery
of the QDS.
EDOS- (B SDPS DIF/LaR |interfface | TBD TBD
4.2.2.44 C ADS The DIF shall provide
B Ddl. the capability to initiate
B.2.44#B Record transfer of an ADS
Perf. Delivery Record to the
Reqg. LaRC DAAC within
120 seconds of delivery
of the ADS.
EDOS- |A SDPS| | DIF/GSF|interface | TBD fully met
4.2.3.1# CSMS |COps The DIF-GSFC DAAC
A Mgt Data interface shall provide
C.2.1#A Max the capability to support
Data Rate the transfer of
Operations Management
datato the GSFC
DAAC at arate of up to
50 Kbps.
EDOS- (B CSMS| | DIF/GSF|interface | TBD no new
42314 SDPS C Ops functiona | The DIF-GSFC DAAC
B Mgt Data lity interface shall provide
C.2.1#B Max the capability to support
DataRate the transfer of

Operations Management
datato the GSFC
DAAC at arate of upto
50 Kbps.




EDOS- |A SDPS DIF/GSF| interface | TBD TBD
4.2.3.2# C PDS The DIF shall provide
A Ddl. the capability to initiate
C.2.2#A Record transfer of aPDS
Perf. Delivery Record to the
Reqg. GSFC DAAC within
120 seconds of delivery
of the PDS.
EDOS- |B SDPS DIF/GSF | interface | TBD TBD
4.2.3.2# C PDS The DIF shall provide
B Del. the capability to initiate
C.2.2#B Record transfer of aPDS
Perf. Delivery Record to the
Reqg. GSFC DAAC within
120 seconds of delivery
of the PDS.
EDOS- |B SDPS DIF/GSF | interface | TBD TBD
C.2.3#B C QDS The DIF shall provide
Del. the capability to initiate
Record transfer of a QDS
Perf, Ddlivery Record to the
Reg. GSFC DAAC within
120 seconds of delivery
of the QDS.
EDOS- |B SDPS DIF/GSF | interface | TBD TBD
42344 C ADS The DIF shall provide
B Del. the capability to initiate
C.2.44B Record transfer of an ADS
Perf. Delivery Record to the
Req. GSFC DAAC within
120 seconds of delivery
of the ADS.
EDOS- |A CSMS | DIF/SM |interface | TBD fully met
A Mgmt shall provide the
Data capability to support the
Max transfer of Operations
Data Rate Management data to the
SMC at arateof upto
50-kbps:.
EDOS- (B CSMS |DIF/SM |inteface | TBD no new
4.2.8.1# COps functiona | The DIF-SMC interface
B Mgmt lity shdll provide the
H.2.1#B Data capability to support the
Max transfer of Operations
Data Rate Management data to the
SMC at arate of up to
50 kbps.
EDOS- |A TBD DIF/SM | procedur | TBD TBD A Externd
4.2.8.2# cPbs |4 The DHFshal-provide | only
A D, ol it ) .
Record transfer of aPDS Information
seconds of delivery of | ECS.
the PBS:
EDO B TBD DIF/SM | procedur | TBD TBD
4.2.8.2# CSMS |CPDS |d The DIF shall provide
B Ddl. the capability to initiate
H.2.24B Record transfer of aPDS
Perf. Delivery Record to the
Req. SMC within 120

seconds of delivery of
the PDS.




EDOS- |B CSMS |DIF/SM | procedur | TBD TBD
H.2.3#B cCQDbS |d The DIF shall provide
Del. the capability to initiate
Record transfer of a QDS
Perf. Delivery Record to the
Req. SMC within 120
seconds of delivery of
the QDS.
EDOS- |B CSMS | DIF/SM |interface | TBD TBD
4.2.8.4# C ADS The DIF shall provide
B Del. the capability to initiate
H.2.44B Record transfer of an ADS
Perf. Delivery Record to the
Reqg. SMC within 120
seconds of delivery of
the ADS.
EBOS- (B cSMS | B interfeee | ¥BD TBb
B Perf. the-capability-to-initiate
the SMC within 10
of EAP-generation:
EDOS- |B CSMS |DIF interface | TBD TBD
B Perf. the capability to initiate
Regmt. transfer of an EOT to
the SMC-within10
of EOT generation.
EBOS- (B cSMS | B interfeee | ¥BD TBb
B Change the-capability-to-initiate
Netit: transfer-of-an-EOT
change to the current
EOT
EDOS- |B SBPRS LaRC/DI |interface | TBD TBD
4.3.2.2# F PDS The LaRC DAAC shall
B Del. provide the capahility to
delivered-status-message
to the DIF within 8
hoursfellowing the
a 24 hour period.
EDOS- |B SDPS LaRC/DI | interface | TBD TBD
43 2.3# F ADS The LaRC DAAC shall
B Del. provide the capability to
B.3.3#B Status initiate transfer of the
Perf. Req Verification of ADSs
delivered status message
to the DIF within 8
hours following the
delivery of all ADSsfor
a 24 hour period.
EDOS- |B SDPS GSFC/D | interface | TBD TBD The GSFC DAAC shall
C..3.1#B IF QDS provide the capability to
Del. initiate transfer of the
Status Verification of QDSs
Perf. Reg delivered status message

to the DIF within 60
minutes following the
delivery of all QDSsfor
each TSS.




EDOS- |B SDPS GSFC/D |interface | TBD TBD
4.3.3.2# IF PDS The GSFC DAAC shall
B Ddl. provide the capahility to
C.3.2#B Status initiate transfer of the
Perf. Req Verification of PDSs
delivered status message
to the DIF within 8
hours following the
delivery of all PDSsfor
a 24 hour period.
EDOS- |B SDPS GSFC/D | interface | TBD TBD
4.33.3# IF ADS The GSFC DAAC shall
B Del. provide the capability to
C.3.34#B Status initiate transfer of the
Perf. Req Verification of ADSs
delivered status message
to the DIF within 8
hours following the
delivery of all ADSsfor
a 24 hour period.
EDOS- |A SDPS DPF- interfface | TBD TBD The DPF shdl interface | Partid.
4.4.2.1- LaRC with the LaRC DAAC
aftA DAAC to transfer PDSs, QDSs
4.2.2-#A Interfaces Archived Data Sets
(ADSs), and Mission
Test Data Sets.
EDOS- (B SDPS DPF- interface | TBD TBD The DPF shdl interface
4.4.2.1- LaRC with the LaRC DAAC
a#B DAAC to transfer PDSs, QDSs,
4.2.2-#B Interfaces Archived Data Sets
(ADSs), and Mission
Test Data Sets.
EDOS- (B SDPS DPF- interface | TBD TBD The DPF shdl interface
4.4.2.1- LaRC with the LaRC DAAC
b#B DAAC to transfer PDSs, QDSs,
4.2.2-#B Interfaces Archived Data Sets
(ADSs), and Mission
Test Data Sets.
EDOS- (B SDPS DEDs interfface | TBD TBD
4.4.2.2# Délivery The DPF shall interface
B from with the LaRC DAAC
4.2.74B LaRC to receive DEDSs on
DAAC removable physical
media.
EDOS- |B SDPS QDSsto |interface | TBD TBD The DPF shall provide
B.4.1 LaRC the capability to transfer
DAAC QDSstotheLaRC
DAAC.
EDOS- |A SDPS PDSsto |interface | TBD TBD
4.4.2.44 LaRC The DPF shall provide
A DAAC the capability to transfer
B.4.2#A any PDSto the LaRC
DAAC.
EDOS- |B SDPS PDSsto |interface | TBD TBD
4.4.2.44 LaRC The DPF shall provide
B DAAC the capability to transfer
B.4.24B any PDSto the LaRC
DAAC.
EDOS- |B FOS DPF- interface | TBD TBD The DPF-LaRC DAAC
B.5.1 LaRC interface shall provide
DAAC the ility to support
the transfer of QDSs to
theLaRC DAACata

rate of up to 22 Mbyps.




EDOS- A FOS DPFE- interface | TBD TBD The DPF-LaRC DAAC
B.5.2#A LaRC interface shall provide
DAAC the capability to support
the transfer of PDSsto
theLaRC DAACat a
rate of up to 22 Mbps.
EDOS- |B FOS DPF- interface | TBD TBD The DPF-LaRC DAAC
B.5.2#B LaRC interface shall provide
DAAC the capability to support
the transfer of PDSsto
theLaRC DAACat a
rate of up to 22 Mbps.
EDOS- |B SDPS PDSsto |interface | TBD TBD
4.4.2.5# LarC The DPF shall provide
B DAAC the capability to copy
B.4.3#B (backup PDSsto removable
ddivery) physical mediafor
backup to electronic
ddivery.
EDOS- (B SDPS ADSsto |interface | TBD TBD
4.4.2.64 LaRC The DPF shall provide
B DAAC the capability to transfer
B.4.44B ADSsto the LaRC
DAAC.
EDOS- (B SDPS ADSsto |interface | TBD TBD
4.4.2.7# LaRC The DPF shall provide
B DAAC the capability to copy
B.4.5#B (backup ADSsto removable
delivery) physical mediafor
backup to electronic
delivery.
EDOS- |B SDPS DEDs interface | TBD TBD
44284 media The DPF shall provide
B from the capability to receive
B.4.64B LaRC DEDs from the LaRC
DAAC DAAC on removable
physical media.
EDOS- A SDPS GOSIP/I |interface | TBD TBD
A for to-GOSH apd-Haternet
DPF/LaR protocol standards for
Documents 2, 3,4, 5,
and 6 to provide
guaranteed-data delivery
for the following data:
aPbSs
EDOS- | B SDPS GOSIP/I |interface | TBD TBD
aiB for to-GOSH apd-Haternet
DPF/LaR protocol standards for
inApplicable
Documents 2, 3,4, 5,
and 6 to provide
guaranteed-data delivery
for the following data:

a. PDSs




EDOS- (B SDPS| |GOSIP/l |inteface | TBD no new
4.4.2.9- CSMS | nternet functiona | The DPF shall conform
b#B for lity to GOSIP and Internet
DPF/LaR protocol standards for
inApplicable
and 6 to provide
for the following data:
c. ADSs
EDOS- |A SDPS DPF- interface | TBD TBD Partia.
4.4.3.1- GSFC The DPF shall interface
aHA DAAC with the GSFC DAAC
4.2.3-#A Interfaces to transfer PDSs, QDSs
ADSs, and Mission Test
Data Sets.
EDOS- |B SDPS DPF- interfface | TBD TBD
4.4.3.1- GSFC The DPF shall interface
aiB DAAC with the GSFC DAAC
4.2.3-#B Interfaces to transfer PDSs, QDSs
ADSs, and Mission Test
Data Sets.
EDOS- |B SDPS DPF- interfface | TBD TBD
4431- GSFC The DPF shall interface
b#B DAAC with the GSFC DAAC
4.2.3-#B Interfaces to transfer PDSs, QDSs,
ADSs, and Mission Test
Data Sets.
EDOS- (B SDPS DEDs interfface | TBD TBD
4.4.3.2# Délivery The DPF shall interface
B from with the GSFC DAAC
4.2.84B GSFC to receive DEDSs on
DAAC removable physical
media.
EDOS- |B SDPS QDSsto |interface | TBD TBD The DPF shall provide
c4.1 GSFC the capahility to transfer
DAAC QDSs to the GSFC
DAAC.
EDOS- |A SDPS PDSsto |interface | TBD TBD
4.4.3.4# GSFC The DPF shall provide
A DAAC the capability to transfer
C.4.24A any PDS to the GSFC
DAAC.
EDOS- |B SDPS PDSsto |interface | TBD TBD
4.4.3.44 GSFC The DPF shall provide
B DAAC the capability to transfer
C.4.2#B any PDS to the GSFC
DAAC.
EDOS- (B SDPS PDSsto |interface | TBD TBD
4.4.3.5# GSFC The DPF shall provide
B DAAC the capability to copy
C.4.3#B (backup PDSsto removable
ddivery) physical mediafor
backup to electronic
ddivery.
EDOS- |B SDPS ADSsto |interface | TBD TBD
4.4.3.6# GSFC The DPF shall provide
B DAAC the capability to transfer
C.4.44B ADSsto the GSFC
DAAC.
EDOS- (B SDPS ADSsto |interface | TBD TBD
44374 GSFC The DPF shall provide
B DAAC the capability to copy
C.4.5#B (backup ADSsto removable
ddivery) physical mediafor
backup to electronic

delivery.




EDOS- |B SDPS DEDs interface | TBD TBD
4.4.3.8#% media The DPF shall provide
B from the capability to receive
C.4.6#B GSFC DEDs from the GSFC
DAAC DAAC on removable
physical media.
EDOS- (B SDPS/C | DPF- interface | TBD TBD The DPF-GSFC DAAC
C5.148B SMS GSFC interface shall provide
the capability to support
the transfer of QDSs to
the GSFC DAAC at a
rate of up to 22 Mbps.
EDOS (A SDPS/C | DPF- interface | TBD TBD The DPF-GSFC DAAC
C.5.24#A SMS GSFC interface shall provide
the capability to support
the transfer of PDSs to
the GSFC DAAC at a
rate of up to 22 Mbps.
EDOS- (B SDPS/C | DPE- interface | TBD TBD The DPF-GSFC DAAC
C.5.24B SMS GSFC interface shall provide
the capability to support
the transfer of PDSs to
the GSFC DAAC at a
rate of up to 22 Mbps.
EDOS- |A SDPS GOSIP/ | interface | TBD TBD
attA for to GOSIP-and Internet
DPF/GS protocol standards for
DAAC in Applicable
and 6 to provide
guaranteed data delivery
for the following data
types:
aPDSs
EDOS- (B SDPS GOSIP/ | interface | TBD TB8D
attB for to GOSIP and Internet
DPF/GS protocol standards for
FC file transfer as specified
DAAC inApplicable
and 6 to provide
guaranteed data delivery
for the following data
types:
aPDSs
EDOS- |B SDPS| |GOSIP/I |interface | TBD no-new
b#B for lity to GOSIP and Internet
DPF/GS protocol standards for
DAAC inApplicable
and 6 to provide
guaranteed data delivery
for the following data
types:




4.5#A

SDPS |
CSMS

Performance

6

Model, Reference
Document 10.

4.54B

SDPS |
CSMS

no-new
functiona

lity

Performance

6

Model, Reference
Document 10.




